
Product data sheet

BS-BATTERY Battery "BB10L-A2/B2 / BB10L-B2"​

Description
BS-BATTERY Battery "BB10L-A2/B2 / BB10L-B2"
ETN: 511 013 009

DIN: 51113, Standard, incl. acid pack

Standard batteries are pre-charged dry. Before commissioning, fill the 
battery with battery acids and leave it open for approx. 1-2 hours, then 
attach the bleed hose and connect the battery.
Attention: Batteries from 12 V may require recharging!

Article number:		  05379573

Original number:		  310557

EAN:	 			   3661453105574

EVP:				    56.24 €

Technical data
Design standard, with acid pack 
Width 90.0 mm
Range of application motorcycle 
Energy 140.80 Wh
Bleeding right central 
Filling quantity 0.8 l
Height 145.0 mm
Cold start current CCA 130 A
Capacity 10 Hr 11.0 Ah
Capacity 20 Hr 11.6 Ah
Length 135.0 mm
Minus pole front left 
Plus pole front right 
Weight 3.940 kg
Voltage 12V 
Screwing M6 

Date of generation: 13.08.2026
This product data sheet is based on the information available at the time of generation. Subsequent changes to prices, 
technical specifications, or product information are possible. The current details provided with the item are authoritative.


