Product data sheet

TEROSON Cavity sealer "Terotex WX 400"
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Description

TEROSON Body-Cavity Sealing "Terotex WX 400"

Solvent-based wax with corrosion inhibitor, translucent (light-transmitting)
For protecting all cavities in the engine compartment or in doors, pillars,
door sills, etc. Can be applied to coatings based on PVC, PVC wax, bitumen/
rubber KTL, and rubber/resin. Leaves a moisture-repellent film, has high
temperature resistance (up to 120°C), and can be applied even at low
temperatures (10°C and above)., 1l can

This product data sheet is based on the information available at the time of generation. Subsequent changes to prices,
technical specifications, or product information are possible. The current details provided with the item are authoritative.

Article number:
Original number:
EAN:

EVP:

Technical data
Design
Features

Range of application

Colour designation
Main colour
Secondary colour
Container type
Content

Weight

TEROSON.

40904377
784176
4002872169652
29.85€

body-cavity corrosion protection
PVC compatible, bitumen compatible,
solvent-containing, repels damp,
temperature resistant, water repellent,
translucent

car, truck, commercial vehicle,
agriculture, Marine, construction
machine

beige/ transparent

transparent

beige

can

1000 ml

0.950 kg

Date of generation: 09.10.2026



